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LEGEND
GP_1_¢_ GEOPROBE BORING (GzA, 2012 & 2013) A -¢- PROPOSED GEOPROBE BORING LOCATIONS
(FINAL LOCATION SUBJECT TO PLACEMENT
mw-3 9~  MONITORING WELL (624, 2013) IN THE FIELD)

STORMWATER CATCH BASIN
APPROXIMATE LOCATION OF STORM SEWER

piT#2 33 TRANSDUCER OR STAFF GAGE (GzA, 2013)

4  WEDRON SILICA PRODUCTION WELL S A b
G104~ GEOPROBE BORING (WESTON/iEp, 2012) = « == WEDRON SILICA PROPERTY BOUNDARIES
fis < GEOPROBE BORING AND ————— COMMUNITY LOT LINES
TEMPORARY MONITORING WELL (WESTON/IEPA, 2012) — |NTERMEDIATE CONTOUR (INTERVAL: 2')

MAJOR CONTOUR (INTERVAL: 10')
©  OVERHEAD POWER POLE

G102 4 FORMER MONITORING WELL (iEPA, 1984)

NOTES

1. BASE MAP INCLUDING TOPOGRAPHIC FEATURES (DATED
NOVEMBER 2011) AND PROPERTIES BOUNDARIES WAS
DEVELOPED FROM SURVEYS CONDUCTED BY VEGRZYN,
SARVER AND ASSOCIATES, INC. OF OTTAWA, ILLINOIS.

2. BACKGROUND AERIAL IMAGERY IS A GOOGLE
PROFESSIONAL ELECTRONIC IMAGE FILE. DIGITAL
AERIAL ORTHOPHOTOGRAPHY WAS PUBLISHED BY THE No. ISSUE/DESCRIPTION il DATE
U.S.G.S. DATED APRIL 2006.

3. THE USE OF AERIAL PHOTOGRAPHY CAN OFTEN MAKE

GZA—J:\151100t0151199\ 151178 Wedron\DRAWINGS\2014\Wedron Environ — 2014 bgf revised.dwg [April 17] May 07, 2014 — 2:20pm bernard.fenelon

BUILDINGS AND OTHER SITE FEATURES APPEAR TO BE
OVERLAPPING AND DISTORTED WHEN OVERLAID WITH G ROU N DWATER EQU I POTENTIAL MAP
ACTUAL SITE FEATURES.

4. THE LOCATION OF EXPLORATIONS AND OTHER AP R I L 17, 2014

FEATURES WERE APPROXIMATELY DETERMINED BY
OVERLAYING IMAGES OF HISTORIC MAPS AND AERIAL
PHOTOGRAPHS, MATCHING REFERENCE POINTS, AND
TRACING FEATURES. THESE LOCATIONS SHOULD BE
CONSIDERED ACCURATE ONLY TO THE DEGREE IMPLIED
BY THE METHOD USED.
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OR THE CLIENT'S DESIGNATED REPRESENTATVE FOR THE
SPECIFIC PROJECT AND LOCATION IDENTIFIED ON THE Pt
[DRAWING. THE DRAWING SHALL NOT BE TRANSFERRED,
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